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AGILENT / KEYSIGHT

Agilent / Keysight DSOX2012A Oscilloscope: 100
MHz, 2 Analog Channels
Agilent Keysight DSOX2012A InfiniiVision 2000 X-Series Oscilloscope The Agilent/Keysight

DSOX2012A is an InfiniiVision 2000 X-Series oscilloscope with 2 channels and 100 MHz

bandwidth. OEM 2000 X-Series datasheets list up to 2 GSa/s sample rate, 1 Mpt per channel

memory, 200,000 wfms/s update rate, and an 8.5-inch WVGA display. Embedded design

debug, mixed-signal timing on MSO models, and education/general-purpose bench capture to

200 MHz class. Upgradeable WaveGen MSO bandwidth options The Agilent/Keysight

DSOX2012A is an InfiniiVision 2000 X-Series oscilloscope with 2 channels and 100 MHz

bandwidth. OEM 2000 X-Series datasheets list up to 2 GSa/s sample rate, 1 Mpt per channel

memory, 200,000 wfms/s update rate, and an 8.5-inch WVGA display. Embedded design

debug, mixed-signal timing on MSO models, and education/general-purpose bench capture to

200 MHz class. Upgradeable WaveGen MSO bandwidth options Digital Channels: Optional 8

via DSOX2MSO

MODEL

Agilent / Keysight

DSOX2012A

CALIBRATION

Available on

request

CONDITION

Used

STATUS

In stock
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The Keysight DSOX2012A is a 100 MHz, 2-channel digital storage oscilloscope engineered for

electronic testing, troubleshooting, and design verification across diverse laboratory and field

environments. The instrument delivers a 1 GSa/s sampling rate per channel with 1 Mpts memory

depth and maintains waveform update rates up to 200,000 waveforms per second via MegaZoom

IV technology, enabling responsive signal capture even with deep memory enabled. An 8.5-inch

WVGA color display (800 x 480 pixels) provides clear signal visualization with 8-bit vertical

resolution.Technical Specifications Bandwidth: 100 MHz Analog Channels: 2 Sampling Rate: 1

GSa/s per channel; 2 GSa/s half-channel Memory Depth: 1 Mpts per channel Waveform Update

Rate: Up to 200,000 waveforms/sec Rise Time: ≤3.5 ns Vertical Resolution: 8-bit Input

Impedance: 1 MΩ Maximum Input Voltage: 300 V Operating Temperature Range: 0 °C to +55 °C

Display: 8.5-inch WVGA (800 x 480 pixels) Dimensions: 380.6 mm (W) × 204.4 mm (H) × 141.5

mm (D) Weight: 3.85 kgKey Features 23 automated measurements (voltage, time, frequency)

Waveform math: add, subtract, multiply, divide, FFT Advanced triggering and serial analysis

capabilities Segmented memory for analysis of laser pulses, radar bursts, and serial packets

Hardware-accelerated mask testing for pass/fail verification Included 150 MHz 10:1 passive

probes (one per channel) USB Host and Device ports for connectivity and

peripheralsUpgradability & Options MSO (Mixed Signal) upgrade for digital channels Optional 20

MHz WaveGen function generator Optional integrated digital voltmeter Optional LAN, VGA, and

GPIB interfaces



DSOX2012A Characteristics / Specifications

PARAMETER VALUE

Analog Channels 2

Digital Channels Optional 8 via DSOX2MSO

Bandwidth 100 MHz

Maximum Sample Rate 2 GSa/s half-channel interleaved, 1 GSa/s per channel

Memory Depth 1 Mpt per channel

Waveform Update Rate 200000 wfms/s

Display 8.5 inch WVGA 800 x 480

Built In DVM 3 digit

Built In Frequency Counter 5 digit

Connectivity USB host front/back USB device; optional LAN GPIB

Calibration Interval Recommended 2 years

Series Family Keysight InfiniiVision 2000 X-Series

Hardware Bandwidth Limit approximately 20 MHz selectable

Time Base Accuracy Class 25 ppm plus or minus 5 ppm per year aging class

Form Factor Bench

MegaZoom Yes

Segmented Memory Optional/standard per PLUS upgrades

Protocol Analysis Optional serial applications

Input Impedance Class 1 MOhm class standard

Probe Support AutoProbe passive probes

Operating Temperature Class Standard lab class

Operating temperature Class: Standard lab class



DSOX2012A Specifications

PARAMETER VALUE

Applications Embedded design debug, mixed-signal timing on MSO models, and

education/general-purpose bench capture to 200 MHz class.

Key Features 200000 waveforms per second update rate

Technical Specifications Analog Channels: 2

Notes From Keysight InfiniiVision 2000 X-Series oscilloscope data sheet /

fact sheet for DSOX2012A.



General Specifications & Supplementary Characteristics

PARAMETER VALUE

Operating temperature Class: Standard lab class

Operating Temperature Class: Standard lab class

Operating Temperature Class Standard lab class Notes From Keysight InfiniiVision 2000 X-Series

oscilloscope data sheet / fact sheet for DSOX2012A.



Full OEM specifications

Complete technical content extracted from the manufacturer datasheet. Sparse OEM tables are reconstructed as tables below;

other text is preserved as paragraphs.

Specifications

Specifications

PARAMETER VALUE

Analog Channels 2

Digital Channels Optional 8 via DSOX2MSO

Bandwidth 100 MHz

Maximum Sample Rate 2 GSa/s half-channel interleaved, 1 GSa/s per channel

Memory Depth 1 Mpt per channel

Waveform Update Rate 200000 wfms/s

Display 8.5 inch WVGA 800 x 480

Built In DVM 3 digit

Built In Frequency Counter 5 digit

Optional WaveGen: 20 MHz

Specifications

PARAMETER VALUE

Connectivity USB host front/back USB device; optional LAN GPIB

Calibration Interval Recommended 2 years

Series Family Keysight InfiniiVision 2000 X-Series

Hardware Bandwidth Limit approximately 20 MHz selectable

Time Base Accuracy Class 25 ppm plus or minus 5 ppm per year aging class

Form Factor Bench

MegaZoom Yes

Segmented Memory Optional/standard per PLUS upgrades

Protocol Analysis Optional serial applications

Input Impedance Class 1 MOhm class standard

Probe Support AutoProbe passive probes

Operating Temperature Class Standard lab class



Notes
From Keysight InfiniiVision 2000 X-Series oscilloscope data sheet / fact sheet for DSOX2012A.



Available from Aumictech

Used and refurbished unit evaluated in-house. Calibration: Available on request. Used · In

stock.

Request a quote: sales@aumictech.com · +1 (484) 841-9341

Aumictech

788 S 500 E, Pleasant Grove, UT 84062
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Technical content from manufacturer specifications. Unit photo/stock from Aumictech listing when available. Specifications subject to OEM

documentation and unit condition.


